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8 portovy Gigabitovy
Ethernet Switch

Funkce:

> 8 10/100/1000Mb/s Auto- negotiation RJ45 porty, podporuje auto MDI/MDIX

> Green Ethernet technologie spofi elektrickou energii

> EEE 802.3x Flow control zajiStuje spolehlivy pfenos dat

> Plastové pouzdro pro snadnou montaz na sténu nebo stul

> Design urceny pro vyuziti v domacnostech a kancelarich

> Plug and Play, neni nutna konfigurace Switche

Ve zkratce:

Gigabitovy Ethernetovy Switch ST3108G poskytuje 8 10/100/1000 auto-negotiation RJ45 portd. VSechny porty podporuji
funkce Auto MDI/MDIX, eliminuje potfebu kfizenych kabelt nebo UP-link portti. Switch umozfiuje snadny upgrade stavajicich

sitina 1Gbps.



8 portovy Gigabitovy Ethernet Switch

ST3108G

Technické parametry:

Interface 8 * 10/100/1000M RJ45 port, Auto-Negotiation, Auto MDI/MDIX
LED PWR, 1-8 Link/Activity
Power Supply DC 5V/2A(Output)

Dimensions (Lx W xH)

183 x125x 31mm

Switching Features

Standards

Access Method
Transmission Method
Switch Architecture

Data Transmission Rate
MAC Address Table

Certification

IEEE 802.3 10Base-T, IEEE 802.3u 100Base-TX,
IEEE802.3ab 1000Base-T, IEEE 802.3x Flow Control

CSMA/CD

Store and Forward
Non-blocking
10/100/1000Mbps(Half-duplex)

8K, auto-learning & auto-aging

20/200/2000Mbps(Full-duplex)

Environment

Package

Topologicky graf:

FCC, CE

Operating Temperature: 0°C~40°C Storage Temperature: -40°C~70°C
Operating Humidity: 10%~90% non-condensing Storage Humidity: 5%~90% non-condensing
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