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HD—PE ID:0.88—0.92mm
PIN OUT
CONDUCTORS: 26 AWG (7,/0.16)*4P
1 WH\TE/ORANGE 1
Mylar,
2 ORANGE 2 Aluminum foil
3 WHITE /GREEN 3
OUTER JACKET:PVC BLUE
6 GREEN 6 0OD: 5.5MM
BLUE
4 j C i 4 No L CABLE
5 WHITE /BLUE ><><:5 DW-F5E-0025-BL 250+ 40mm CAT. 5E/FTP  26AWG, BLUE
DW-F5E-005-BL 500 4= 40mm CAT. 5E/FTP  26AWG, BLUE
7 WHITE /BROWN 7 DW-F5E-010-BL 1000+ 40mm CAT. 5E/FTP  26AWG, BLUE
8 BROWN 8 DW-F5E-020-BL 2000 &= 40mm CAT. 5E/FTP  26AWG, BLUE
SHELL BRAID SHELL
NOTES :
1. ELECTRICAL TEST:100% OPEN, SHORT & MISS WIRE TEST.
2. CONDUCTOR RESISTANCE:10 OHMS MAX.
3. INSULATOR RESISTANCE:5M OHMS MIN, DC 300V 0. Olsec.
4. HI-POT: DC 300V 0. Isec. ~TOLERANCES—
UNLESS OTHERWISE
SPECIFIED PART DESCRIPTION:
5 | cable CAT. 5E/FTP CABLE 26AWG (7/0. 16) *4P+AL+D (7/0. 12BS) ) Patch Cable CATSE TP PYC 0, 26n Blue NowSnag Pro
JACKET: PVC, BLUE; OD:5.5+0. 2mm oess omsrnse sece | PP kG | TN birse-0025-BL
2 | Molding 45P PVC OUTER MOLDING HOUSING, COLOR:BLUE 2 TOLERINCES FOR MILCIEIERS ARE: I Check: Date Scale | Unit | Type | Page
1 | Connector RJ45 MALE CONNECTOR (SHIELD),PIN GOLD PLATED 3U”". 2 & - 30m £ 0.25m Drav: ,
NO PART NAME DESCRIPTION QTY 30 ~120mm £ 0. 30mm " Gavin 2022. 11. 30 Free MM Z 1/1
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